All District Engineers, Walter S. Kos, & Miguel d'Escoto

Michael L. Hine

Special Provision for Aggregate Surface Course for Temporary
Access

April 20, 2001

This special provision was developed by the District 1 and the Bureau of
Design and Environment. It should be inserted into all contracts which will
disturb access to entrances and/or roads.

The districts should include the BDE Check Sheet marked with the applicable
special provisions for the August 3, 2001 and subsequent lettings. The Project
Development and Implementation Section will include the paper copy in the
contract.

This special provision will be transferred through the E-mail System to the
district offices on April 20, 2001.
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AGGREGATE SURFACE COURSE FOR TEMPORARY ACCESS (BDE)

Effective: April 1, 2001
Revise Article 402.10 of the Standard Specifications to read:

“402.10 For Temporary Access. The contractor shall construct and maintain aggregate
surface course for temporary access to private entrances, commercial entrances and roads
according to Article 402.07 and as directed by the Engineer.

The aggregate surface course shall be constructed to the dimensions and grades specified
below, except as modified by the plans or as directed by the Engineer.

(a) Private Entrance. The minimum width shall be 3.6 m (12 ft). The minimum compacted
thickness shall be 150 mm (6 in.). The maximum grade shall be eight percent, except as
required to match the existing grade.

(b) Commercial Entrance. The minimum width shall be 7.2 m (24 ft). The minimum
compacted thickness shall be 230 mm (9 in.). The maximum grade shall be six percent,
except as required to match the existing grade.

(c) Road. The minimum width shall be 7.2 m (24 ft). The minimum compacted thickness
shall be 230 mm (9 in.). The grade and elevation shall be the same as the removed
pavement, except as required to meet the grade of any new pavement constructed.

Maintaining the temporary access shall include relocating and/or regrading the aggregate
surface coarse for any operation that may disturb or remove the temporary access. The same
type and gradation of material used to construct the temporary access shall be used to maintain
it.

When use of the temporary access is discontinued, the aggregate shall be removed and
utilized in the permanent construction or disposed of according to Article 202.03.”

Add the following to Article 402.12 of the Standard Specifications:

“Aggregate surface course for temporary access will be measured for payment as each for
every private entrance, commercial entrance or road constructed for the purpose of temporary
access. If a residential drive, commercial entrance, or road is to be constructed under multiple
stages, the aggregate needed to construct the second or subsequent stages will not be
measured for payment but shall be included in the cost per each of the type specified.”



Revise the second paragraph of Article 402.13 of the Standard Specifications to read:

“Aggregate surface course for temporary access will be paid for at the contract unit price per
each for TEMPORARY ACCESS (PRIVATE ENTRANCE), TEMPORARY ACCESS
(COMMERCIAL ENTRANCE) or TEMPORARY ACCESS (ROAD).

Partial payment of the each amount bid for temporary access, of the type specified, will be
paid according to the following schedule:

(a) Upon construction of the temporary access, sixty percent of the contract unit price per
each, of the type constructed, will be paid.

(b) Subject to the approval of the Engineer for the adequate maintenance and removal of

the temporary access, the remaining forty percent of the pay item will be paid upon the
permanent removal of the temporary access.”
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